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§ 35.615 Safety precautions for remote 
afterloader units, teletherapy units, 
and gamma stereotactic 
radiosurgery units. 

(a) A licensee shall control access to 
the treatment room by a door at each 
entrance. 

(b) A licensee shall equip each en-
trance to the treatment room with an 
electrical interlock system that will— 

(1) Prevent the operator from initi-
ating the treatment cycle unless each 
treatment room entrance door is 
closed; 

(2) Cause the source(s) to be shielded 
when an entrance door is opened; and 

(3) Prevent the source(s) from being 
exposed following an interlock inter-
ruption until all treatment room en-
trance doors are closed and the 
source(s) on-off control is reset at the 
console. 

(c) A licensee shall require any indi-
vidual entering the treatment room to 
assure, through the use of appropriate 
radiation monitors, that radiation lev-
els have returned to ambient levels. 

(d) Except for low-dose remote 
afterloader units, a licensee shall con-
struct or equip each treatment room 
with viewing and intercom systems to 
permit continuous observation of the 
patient or the human research subject 
from the treatment console during ir-
radiation. 

(e) For licensed activities where 
sources are placed within the patient’s 
or human research subject’s body, a li-
censee shall only conduct treatments 
which allow for expeditious removal of 
a decoupled or jammed source. 

(f) In addition to the requirements 
specified in paragraphs (a) through (e) 
of this section, a licensee shall— 

(1) For medium dose-rate and pulsed 
dose-rate remote afterloader units, re-
quire— 

(i) An authorized medical physicist 
and either an authorized user or a phy-
sician, under the supervision of an au-
thorized user, who has been trained in 
the operation and emergency response 
for the unit to be physically present 
during the initiation of all patient 
treatments involving the unit; and 

(ii) An authorized medical physicist 
and either an authorized user or an in-
dividual, under the supervision of an 
authorized user, who has been trained 

to remove the source applicator(s) in 
the event of an emergency involving 
the unit, to be immediately available 
during continuation of all patient 
treatments involving the unit. 

(2) For high dose-rate remote 
afterloader units, require— 

(i) An authorized user and an author-
ized medical physicist to be physically 
present during the initiation of all pa-
tient treatments involving the unit; 
and 

(ii) An authorized medical physicist 
and either an authorized user or a phy-
sician, under the supervision of an au-
thorized user, who has been trained in 
the operation and emergency response 
for the unit, to be physically present 
during continuation of all patient 
treatments involving the unit. 

(3) For gamma stereotactic 
radiosurgery units, require an author-
ized user and an authorized medical 
physicist to be physically present 
throughout all patient treatments in-
volving the unit. 

(4) Notify the Radiation Safety Offi-
cer, or his/her designee, and an author-
ized user as soon as possible if the pa-
tient or human research subject has a 
medical emergency or dies. 

(g) A licensee shall have applicable 
emergency response equipment avail-
able near each treatment room to re-
spond to a source— 

(1) Remaining in the unshielded posi-
tion; or 

(2) Lodged within the patient fol-
lowing completion of the treatment.

§ 35.630 Dosimetry equipment. 
(a) Except for low dose-rate remote 

afterloader sources where the source 
output or activity is determined by the 
manufacturer, a licensee shall have a 
calibrated dosimetry system available 
for use. To satisfy this requirement, 
one of the following two conditions 
must be met. 

(1) The system must have been cali-
brated using a system or source trace-
able to the National Institute of Stand-
ards and Technology (NIST) and pub-
lished protocols accepted by nationally 
recognized bodies; or by a calibration 
laboratory accredited by the American 
Association of Physicists in Medicine 
(AAPM). The calibration must have 
been performed within the previous 2 
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